


Designed in Miami, USA
by Pivatool, LLC

Our innovative design allows you to upgrade a standard disposable 
saliva ejector to a highly effective aerosol supression device.

•    Tensile modulus: 2400 MPa
•    Impact strength (Per Test Procedures ISO 179/1eU)
     @ 23 °C (kJ/m²) = No Break
•    Heat de�ection temperature: 170 °C
•    Water absorption (24 hour): � 0.12 %
•    Optimal plastic for steam sterilization

•    Include 6 Aerosol Assists
•    Dimensions: 10.5” x 6.5” x 4”
•    6 Months Manufacturer Warranty
•    Height: 135mm 
•    Weight: 20 g
•    Connection O.D: 11mm
     (Standard HVE Connection)

www.aerosolassist .com

Aerosol AssistProtect Yourself with the

Aerosol Assist Kit (Package of 6)

Patterson Item #127-7367

Quick connect allows for a tight 
seal while allowing rotation that 

alleviates torque transfer.

Fits in a standard HVE 
and accepts standard 
saliva ejectors. 

Interior surfaces are 
rounded for maximum 
cleanability.Aerosol removal port 

reduces aerosol during 
every procedure.

Hose length is adjustable 
by  5 mm to acommodate 
anatomical variances 
without losing suction. 

Lip anchor constriction 
allows the patient to close 

lips comfortably.

Built in backflow 
prevention.
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